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Notes to Operators
and
Key Operators

— Ml The following safety rules should be obseved. B———

The unit should be kept free from moisture, dirt, dust and exposure to heart and
direct sunlight at all times. .

Keep hands, hair and clothing away from rollers and other moving parts.

Make sure the cover is closed before turing the machine "ON".

Before opening the Cover, confirm that the machine is turned "OFF".

Be sure that the proper voltage is used and that the machine is well grounded.
The use of electrical extension cords is strongly discouraged.

6] Store paper Roll and toner in a place free from exposure to direct sunlight and
excessive heat and dampness.

For best performance, it is recommended to use authorized Minolta supplies.
Failure to do so many cause inferior results or damage the unit, in such case the
warranty may be void.

Do not attempt to remove any Cover that is secured.
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INSTALLATION

IR Space Requirements

The minimum space requirements for installation of the RP607Z are as shown in the following illustration.
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M Installation
Since environmental conditions greatly affect performance of RP6072Z, avoid installing it in the following locations.
- * An area exposed to direct sunlight.
* A place in the direct air stream of an air conditioner, heater, or ventilator.
* A place where there is poor ventilation.
» An area where it might be splashed with water.
* An area which is neither stable nor horizontal.
+ A dusty location.
+ A location subject to undue vibration.
- A place subject to sudden fluctuations in either temperature or humidity. Print quality might be adversely affected by
condensation formed inside the Print under such a condition.

B Power Source
+ Use an electrical outlet which provides power source voltage +10%6

CAUTION

Although ozon generates while using the reader printer, total volume of generated ozon does nof reach the dangerous
fevel so as to give the bad effect to human body. However, we recommend that you may ventilate your room in order to
keep your room comfortable because the reader printer, when used in unventilated room for a long time or used for a
large number of printing, generates a bed smelf. .




SPECIFICATIONS (RP6072)

M Type

IR Printing Method
M Film

M Magnifications

M Screen Size
M Printing Mode

M Image Rotation
B Exposure Control
M Print Paper

B Print Size

M Printing Speed

M First Print

M Multiple Print

M Paper Feeding System

: Console Type Microfiim Reader-Printer

. Dry Printing on plain paper

: Microfiche, Aperture Card, Jacket, Roll Films (16 mm, 35 mm), both Positive and Negative.
. Single Lens .......7.5X

Zoom Lens........ 9X-16X,13X-27X, 20X-50X

: 303 mm x 440 mm (12" x 17"-11/32")
. Bi-mode System

N-P Mode, P-P Mode, and Auto discrimination Mode

: 360" by Manual Knob rotation
: Automatic Control and Manual Control
. Plain Paper

Cassette Feed : Weight 60g/m? (16 Ibs.) — 90g/m? (24 Ibs.)

: METRIC

297mm x 420mm (A3)-Crosswise

297mm x 210mm (A4)-Lengthwise

210mm x 287mm (A4)-Crosswise

210mm x 148mm (A5)-Crosswise
INCH

11" x 17" Crosswise

117 x 8-1/2" Lengthwise

8-1/2" x 14" Crosswise

8-1/2" x 11" Crosswise

5-1/2" x 8-1/2" Crosswise

3-2/3" x 17" Crosswise

3-2/3" x 8-1/2" Crosswise

- 297mm x 420mm (A3
(A3) | 13prints

11" x17"

297mm x 210mm (A4) Lengthwise
(A4) Leng ]—22prints
117 x 8-1/2" Lengthwise

. 297mm x 420mm (A3
(B3) ]——— Approx. 7 sec.

MM x 17"

297mm x 210mm (A4} Lenghtwise
Approx. 6 sec.
11" x 8-1/2" Lengthwise _F—ep

2 Up to 99 Copies
: Upper Port : Automatic Feeding from one 250-sheet capacity Cassette

Lower Poart : Automatic Feeding from one 250-sheet capacity Cassette
BULK PAPER LOADER: Automatic Feeding from one 2000-sheet capacity Cassette
(Option)
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M Developing System
M Fusing System

B Warming-Up Time
Ml Light Source

M Power Source

M Power Consumption
M Dimensions

H Weight
B Accessories
H Option

+ Micro-Toning System

: Heated Roller

: 2 minutes 30 second or less at ambient temperature of 20° C (68° F)
: Halogen Lamp (20V 150W DDL. Type)

 AC120V(60Hz), AC220/230-240V(50, 60Hz)

AC110V(80Hz), AC127V(60Hz)

. Less than 1.5kW
- 875mm (W) X 708mm (D) X 1338mm (H)

34-7/16" (W) X 27-7/8" (D) X 52-11/16" (H)

. 140kg (308 Ibs.)
: Cassette (2 pes), Working Table, Print Tray
. Single Lens, Zoom Lens, Prism Unit, Paper Cassette, Size Counter, Foot Pedal, Fich

Carrier 5, Roll Film Carrier 9B, Roll Film Carrier 15A, Roll Film Cartier 15M, Roll Film Carrier
20A, Roll Film Carrier 20M, Universal Carrier UC-1, Mars Controller 4, Mars Mini Controller,

Bi-Mode Unit, Auto Masking Unit {General), Electric Frame Masking Unit, Auto Masking Unit
(Check), Auto Centering Unit, Bulk Paper Loader C-2000M, Bulk Paper Loader Mounting Kit

BULK PAPER LOADER C-2000M (OPTION)

M Type
H Paper Type
H Paper Size

M Capacity of Cassette
W Power Source

B Power Consumption
H Dimensions

M Weight
M Others

. Automatic Paper Supply and Take-Up to the Péper Take-Up Roller of Reader-Printer
: Plain Paper only (weight 60-90g/m2 or 16-24 Ibs.)
- Metric.-A4 (297 X 210mm) Lengthwise

inch -Letter (11" X 8-1/2" ) Lengthwise

> Max. 2,000 sheets when 75¢/m2 or 20 Ibs.

Paper is used.

- D.C. 24V(Supplied from RP6072)
I 50w
: Width 468mm (18-3/8" )

Depth 308mm (9-1/4" )
Height 363mm (14-1/4" )

> Approx. 11kg (24 ibs.)
. A Paper Misfeed Detecting System and Paper Plate Descent Switch are fitted.



PARTS IDENTIFICATION
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(1] tengthwise Area Indication Panel........... Option {11 Lower Paper Cassette
(2] Screen [12] Power ON/OFF Switch
(3] Crosswise Area indication Panel............. Option (13 P-P Toner Bottle
4] Controi Panel @ N-P Toner Bottle
(5] Image Rotation Knob (18] Left Cover
(6] Lens Holder Transport Unit Releace Lever
@ Carrier Table Upper Paper Guide Lever
@ Brightness Seiect Lever @ Lower Paper Guide Lever
(9] Print Tray 119] Toner Collecting Bottle

Upper Paper Cassette

E
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@} Projection Lamp Unit
@ Connector (Roll Film Carrier) ..., Option
LZ__Z] Connector {(Mars Controller 4} ................. Option
@ Connector {Mars Mini Controller) ............. Option
Bulk Paper Loader (C-2000M) ............... Option
@ Circuit Breaker

|
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Power Cord
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BULK PAPER LOADER
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I] Door Lock Release :...................... This is used to release the lock of the Door.
E [ 1T o O ROON Open this Door when lading paper or when removing a sheet of misfead paper.
@ Paper Plate :...........cccovenviinieeninnn, This is used to hold the stack of paper and supply paper to Reader-Printer for
_ ] automatic feeding. ..
Power Indicator : ............cccoeeer e, Lights up When the Reader-Printer is turned ON.
@ Paper Plate Descent Key - ............ Depressing this Key causes the Paper Plate to descend.
@ Misfeed Indicator :.........ccccconennne Lights up when a misfeed has occurred in the Bulk Paper Loader.



EXPLANATION OF THE CONTROL PANEL
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E DrumDry Button ............................ Depress when the print image is blurred due to condensation formed on the

surface of the PC Drum.

Depression of the Button energizes the machine for three minutes to dry
condensation on the surface of the PC Drum.

If this Button is depressed when the print image density has become lighter, it
replenishes the supply of toner to permit the machine to resume the normal print
image density. Be sure to depress this Button whenever the Toner Bottle {N-P,
P-P) has been replaced with a new one,

@ Centering Button........................... Depress as necessary to enabie or disable the image centering function.
ON : When AUTO or OFF is selected with the Masking Button, the image on
the Screen is centered on the paper for print.
OFF : The Screen image will not be centered.

3! Print Mode Select Button ............... N-P : Select when you use negative film.
P-P : Select when you use positive film.
AUTO : When AUTO is selected, the machine automatically sets the mode
according to the polarity of the film being used.

@ Masking Button ............................_. Depress as necessary to mask unnecessary image so that it will not be
reproduced on the print.
AUTO : The machine automatically masks the areas outside the image (i.e., the
frame).
MANUAL : The machine masks the areas other than those specified with the
Manual Masking Panels.
OFF : No masking will be made.

[5] Print Position Select Button........... Depress as necessary to select the print position on the Screen.
[C1] : The machine makes a print of the left-hand half image on the Screen.

D:[[ : The machine makes a print of the center image on the Screen.

: The machine makes a print each of the left-hand half and right-hand
half images on the Screen consecutively onto a sheet of A4 lengthwise

paper.
E Paper Selection Button............_.... Depress as necessary to select the desired paper size of the print,
Paper is selected from among the paper sizes loaded in the Upper Paper
Casselte, Lowsi Faper Cassette, and Bulk Paper Loader (option).
E Exposure Display ........................... Indicates the current level of the print image density.
@ Exposure Mode Indicator .............. AUTO lights up green when the machine is in the Auto Exposure Mode ; it goes

out when the machine is set into the Manual Exposure Mode.



